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BANQUETTE ROOM

622 S.F./15 = 42 OCC.

DINING

1,332 S.F./15 = 89 OCC.
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KITCHEN

534 S.F./200 = 3 OCC.

HVAC CHASE

HVAC CHASE

SWING OUT EXISTING

STALL DOOR

ADD VERTICAL GRAB BAR ADD VERTICAL GRAB BAR
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NEW 2-HOUR RATED FIRE

AREA WALL SHOWN HATCHED

DOORS TO BE 1

1

2

 HR RATED.

EXPEDITOR

DW

CONV.

OVEN

HAND SINK

PARTIAL HEIGHT PARTITION

WALL. SEE ELEVATION THIS SHT.

STUD WALL TO 7'.

 PARTITION WALL TO 9'.

REPLACE EXISTING DOOR W/ NEW

36" DOUBLE SWING TRAFFIC DOOR.

PAIR 18" DOUBLE

SWINGING LAMINATE

GATES.

NEW

VESTIBULE

NEW 36" DOUBLE SWING

TRAFFIC DOOR.
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3'-6"

NEW 2-HOUR RATED FIRE AREA

BARRIER WALL SHOWN HATCHED

DOORS TO BE 1

1

2

 HR RATED.

RELOCATED

3-COMP SINK

EXISTING

HAND SINK

BASE CABINET & COUNTER

W/ DROP IN S.S. HAND SINK.

MAYBE UPPERS.

NEW FULL HEIGHT STUD

WALLS SHOWN SHADED.

EXTEND EXIST. WALL.

4
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FD

NEW FLOOR DRAINS.

(3) TOTAL.
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24" COUNTER x 36"H.

POST & BEAMS. PROVIDE BEAMS

BACK TO EXISTING WALL

RELOCATED

2-COMP SINK

1
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DROP IN S.S. HAND SINK
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NEW STUD INFILL TO 42" H.

W/ WOOD CAP.

EXISTING FRAMING. PROVIDE

GYPSUM COVERING.

NEW STUD INFILL W/ BRICK

VENEER TO MATCH EXIST.

EXIST. STRUCTURAL COLUMN.

NEW STUD INFILL W/ BRICK

VENEER TO MATCH EXIST.

2
'
-
6

"

FIRE BARRIER WALL CRITERIA:

- NEW 2-HOUR RATED FIRE AREA BARRIER WALL TO BE

(2) LAYERS 

5

8

" GYPSUM BOARD EACH SIDE OF 3

5

8

" 20

GAUGE METAL STUDS THRU EXISTING CEMENT PLASTER

CEILING AND TO UNDERSIDE OF EXISTING ROOF DECK.

- DOORS TO BE 1

1

2

 HOUR RATED WOOD DOOR & HOLLOW

METAL FRAME. PROVIDE NARROW VISION LITE IN DOOR

2-HOUR RATED INFILL.

3684 3684

EXISTING CEILING.

5
'
-
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1

4

"

1
1

'
-
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"
1
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-
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SERVICE

STATION

1
'
-
4

"

PORTION OF EXISTING WALL TO BE CONVERTED TO

2-HOUR RATED FIRE AREA BARRIER WALL. PROVIDE

ADDITIONAL LAYER 

5

8

" GYPSUM BOARD EACH SIDE AND

EXTEND WALL THRU TO UNDERSIDE OF ROOF DECK.

WORK BY OWNER:

- ALL FLOORING AND BASE EXCEPT FOR FIRE BARRIER

WALL.

- ANY GYPSUM BOARD PATCHING & REPAIR.

- ALL PAINTING EXCEPT FOR FIRE BARRIER WALL.

- ALL CABINETRY.

- ALL PLUMBING

- KITCHEN EQUIPMENT & ASSOCIATED HOOK-UPS.

WORK BY GENERAL CONTRACTOR:

1- FRONT FACADE INCLUDING INTERIOR WINDOW SILLS

AND STUD/GYPSUM INFILL.

2- REAR FACADE EXCLUDING INTERIOR WINDOW SILLS.

3- FIRE AREA BARRIER WALL INCLUDING FINISH PAINTING

& VINYL BASE.

4- INTERIOR REMODELING INCLUDING STUD WALL

PARTITIONS (PRIME PAINT ONLY), POST & BEAMS, DOORS

& HARDWARE,

BUILDING DESIGN CRITERIA & GENERAL NOTES

GOVERNING CODE:

2015 INTERNATIONAL EXISTING BUILDING CODE (IEBC).

ALTERATION-LEVEL 2

OCCUPANCY GROUP: A-2

OCCUPANCY EXCEEDS THE FIRE AREA THRESHOLD OF 100 OCCUPANTS

AND THEREFORE REQUIRES A 2-HOUR RATED FIRE AREA BARRIER WALL.

CONSTRUCTION CLASSIFICATION: IIB

HVAC, ELECTRICAL & PLUMBING TO BE DESIGN/BUILD AND DESIGNED,

PERMITTED AND INSTALLED BY LICENSED PROFESSIONALS.

ALL CONTRACTORS TO FAMILIARIZE THEMSELVES WITH EXISTING

CONDITIONS, ACCOUNT FOR EXISTING CONDITIONS AND ACCOUNT FOR THE

IMPACT OF OTHER TRADES WORK.

ALL CONTRACTORS WORK TO CONFORM TO LOCAL, STATE & FEDERAL

CODES AND REGULATIONS.

PROJECT SCOPE

1. FACADE IMPROVEMENTS FOR FRONT FACADE.

2. FACADE IMPROVEMENTS FOR REAR FACADE.

3. CONSTRUCT FIRE AREA BARRIER WALL.

4. INTERIOR REMODELING.

ELEVATION @ EXPEDITOR WALL

SCALE: 

3

16

" = 1'-0"

DOUBLE 2x12 BEAMS & 4x4 POST W/ BIRCH

CLADDING W/ CLEAR SEAL. PROVIDE

BEAMS BACK TO EXISTING WALL.

BIRCH CAP, STOPS,

SILLS AND APRON.

NEW STOREFRONT GLAZING

SYSTEM- SEE SHT. 3.

NEW STOREFRONT GLAZING

SYSTEM- SEE SHT. 3.

1
'
-
6

"

(2) 2x12 HEADER.

ACURIO LATTICEWORKS

PANELS.

REMOVE & PATCH BACK IN SUSPENDED

CEILING AS NEEDED TO ACCOMMODATE

FIRE BARRIER WALL CONSTRUCTION.

STUD INFILL GAP.

3680

3680

3680
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3684

DRAWING INDEX

1. FLOOR PLAN

2. INTERIOR ELEVATIONS

3. FACADE IMPROVEMENTS

NEW OAK DOORS, CASING

& HARDWARE TO MATCH

EXISTING.
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SCALE: 

1

4

" = 1'-0"

(3) NEW COLUMNS OF BRICK INFILL TO

MATCH EXISTING @ EACH SIDE OF

STOREFRONT.  PAINT NEW & EXISTING.

NEW STOREFRONT/ENTRY GLAZING

SYSTEM. PROVIDE TRANSOM HOPPERS

W/ SCREENS @ (4) SECTIONS SHOWN.

14'-6

1

2

"

11'-1"

14'-6

1

2

"

40'-2"

1
8

'
-
6

1

2

"
8

'
-
1

0

1

2

"

BRONZE SHEET METAL COPING W/

FRONT STAND-OFF VENTILATING.

TRESPA PURA FLUSH HORIZONTAL

SHIP-LAP SIDING W/ 7" FACE & 

1

4

" REVEAL.

CLASSIC OAK FINISH.

LED BARN LIGHTS

LAZER CUT

ALUMINUM SIGN

ALUMINUM CANOPIES

W/ BRONZE FINISH.

EXISTING ORNATE

WOODWORK. PREP & PAINT.

12'-0"

9'-6

1

2

"

5'-0"

1'-4

1

2

"

8'-4"

1'-4

1

2

" 9'-6

1

2

"

5'-0"

1
0

"
5

'
-
0

"
5

'
-
8

"

10'-4"

2
'
-
4

"

4
'
-
0

"

4'-9"

EAST FACADE

VERTICAL 20 GA. GALVANIZED

BATTENS 24" O.C.

BLOCKING- SEE DETAILS.

SCALE: 

1

4

" = 1'-0"

EXISTING SHEET METAL COPING

WEST FACADE

NEW STOREFRONT/ENTRY

GLAZING SYSTEM.

TRESPA PURA FLUSH HORIZONTAL

SIDING. SHIP-LAP W/ APPROX. 7"

FACE & 

1

4

" REVEAL.

LAZER CUT

ALUMINUM SIGN

EXISTING BRICK. CLEAN,

REPAIR & REPOINT.

5'-10"8'-5"

5'-9

1

2

"

1'-9"12'-8"

1'-8

1

2

"

4'-0"

8
'
-
1

1

1

2

"

8
'
-
1

1
"

1
'
-
8

1

2

"

40'-2"

NEW CERAMIC TILE OVERLAY.

LED BARN LIGHTS

2
'
-
0

"
4

'
-
5

"

8'-0"

1
1

"

5'-6"

PREFINISHED SHT. METAL FLASHING

W/ REGLET CUT INTO BRICK.

INSTALL ADDITIONAL BLOCKING & PREFINISHED

SHT. METAL FLASHING @ EXPOSED SPACE.

CERAMIC TILE OVER NEW

CEMENT BOARD SHEATHING.

3'x12' 19-SW-4 ALUMINUM

BAR GRATING.

1

4

"x10" ALUMINUM PLATE.

1
0

"

CANOPY SECTION

SCALE: 1

1

2

" = 1'-0"

2

3

1

1

2

"

3'-1"

 2

1

2

 x 2

1

2

 x 

3

16

  ALUMINUM ANGLE- TYP.

NOTE: ALL ALUMINUM TO BE

POWDER COATED BRONZE.

'TRESPA" FINISH PROFILE

EXISTING 2x4 FRAMING

'TRESPA" SIDING

20 GA. GALVANIZED 'J' BATTEN

PREFINISHED SHT. METAL TRIM

EXISTING WALL W/ NEW

WEATHER BARRIER.

SIDING END DETAIL

SCALE: 1

1

2

" = 1'-0"

3

3

SEALANT

1

1

2

"

'TRESPA" SIDING

FACE OF EXISTING WALL W/

NEW WEATHER BARRIER.

2x4 SUB-GIRT-ADD IF

NEEDED.

3

8

" PLYWOOD SHEATHING.

STOREFRONT GLAZING

SYSTEM.

PREFINISHED METAL TRIM.

EXISTING 2x4 SUB-GIRT.

'TRESPA" SIDING

20 GA. GALVANIZED

HAT BATTEN 24" O.C.

EXISTING WALL W/ NEW

WEATHER BARRIER.

'TRESPA" SIDING

EPDM

1

4

" GAP

1

1

4

"

VERTICAL JOINT DETAIL

SCALE: 1

1

2

" = 1'-0"

4

3

'TRESPA" FINISH PROFILE

2x4 FRAMING

'TRESPA" SIDING

20 GA. GALVANIZED 'J' BATTEN

ADHERED PREFINISHED SHT.

METAL COVER.

EXISTING WALL W/ NEW

WEATHER BARRIER.

(2) 2 x 9

1

4

" SQ. W/ 

3

8

" PLYWOOD.

BLOCKING HORZ. DETAIL

SCALE: 1

1

2

" = 1'-0"

1

3

2
'
-
5

3

8

"

'TRESPA" FINISH PROFILE

1

2

" ROD W/ TENSIONING

THRU WALL 

3

4

" THREADED ROD W/

7" SQ.  x 

1

4

" PRESSURE PLATES.

BLOCKING. (2) 2 x 9

1

4

" SQ.

W/ 

3

8

" PLYWOOD.

ADHERED PREFINISHED

SHT. METAL COVER.

PREFINISHED SHT.

METAL SILL FLASHING.

STOREFRONT GLAZING SYSTEM NOTES:

 CONTRACTOR TO MODIFY OPENINGS AS NEEDED AFTER REMOVAL OF

EXISTING GLAZING SYSTEM TO ACCOMMODATE NEW GLAZING SYSTEM.

 FRAMING TO BE BRONZE ANODIZED AND THERMALLY BROKEN.

 GLAZING TO BE 1" CLEAR INSULATED W/ LOW-E.

 GLAZING CONTRACTOR TO INCLUDE SILL FLASHING.

 GLAZING CONTRACTOR TO INCLUDE COVER TRIM OVER 45 DEGREE

CORNER STUDS AT WEST ELEVATION.

FACADE SIDING NOTES:

 EXISTING 2x4 WOOD HORIZONTAL SUBGIRTS @ APPROX. 32" O.C.

ADDITIONAL MAY BE REQUIRED TO ACCOMMODATE NEW  BATTENS AND

ARE TO BE TAP-CON TO WALL STRUCTURE.

 WEATHER BARRIER TO BE SELF-ADHERED WATER RESISTIVE/AIR

BARRIER SHEET MEMBRANE 'REVEAL SHIELD SA' BY VAPRO SHIELD OR

EQUAL. MEMBRANE TO BE INSTALLED OVER EXISTING WALL FACE

INCLUDING WOOD SUBGIRTS AND BLOCKING.

 METAL HAT & J BATTENS TO BE CUSTOM SHOP FABRICATED.

COORDINATE DEPTH AND PROFILE W/ ARCHITECT.

 'TRESPA' SIDING PER DETAILS THIS SHEET AND INSTALLATION

INSTRUCTIONS & DETAILS UNDER SEPARATE COVER. SIDING,

ATTACHMENT CLIPS, FINISH J TRIM & BASE VENTED TRIM BY 'TRESPA'.

 PREFINISHED SHT. METAL TRIM SHAPES & COPING TO BE APPROVED BY

ARCHITECT. COLOR TO BE BRONZE.
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